
With The

HEPA rated 
filter bags!

Perfect System

Optimize
Performance

3M™ Power Tools, Abrasives and Accessories
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HEPA rated 
filter bags!

Self-Generated Vacuum Tools
Take dust-management to the next level with 
powerful self-generated vacuum tools. Featuring 
3M-patented Clean Sanding self-generated 
vacuum system and new and improved filter bag. 

• Available in 3", 5" and 6" diameters
• .28 HP
• Full range of orbits available
• �Includes 3M™ Hookit™ Clean Sanding Disc Pad
• �New! Uses 2X capacity Clean Sanding filter bags
• Clean Sanding filter bags are HEPA rated

Non-Vacuum Tools
Powerful and popular non-vacuum tools meet  
or exceed highest performance standards.

• Available in 1-1/4", 3", 5" and 6" diameters
•� .28 HP
• �Full range of orbits available
• Includes 3M™ Stikit™ Disc Pads*
*Model 20250 includes 3M™ Hookit™ Pad.

3M™ Random Orbital Sanders
For wood, paint, composites, solid surface  
or metalworking applications, choose a  
3M™ Random Orbital Sanding system.
• �Industry-leading 3M™ Clean Sanding 

Dust Management System
• Variety of Grip Sizes
• Precision balanced for smooth operation
• Color-coded lever for orbit identification

A
B

C

D

E

F
G
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J
L N

M
K

Low sander profile helps improve 
control and maneuverability

Random Orbital Sander 

H
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Central Vacuum Tools
Easily attaches to your existing central  
vacuum system for efficient dust-evacuation. 

• Available in 3", 5"and 6" diameters
• .28 HP
• Full range of orbits available
• �Includes 3M™ Hookit™ Clean 

Sanding Disc Pad

Now Available in 2-handed Models
For extra leverage and power, choose the  
two-handed 3M™ Random Orbital Sander.

• 6" Central/Non-Vac, 3/8" orbit
• .45 HP
• Rear exhaust — Internal muffler
• �2-hand functionality with/without  

removable side handle
• Side handle included

Lever indicates orbit diameter.

3/32" Diameter Orbit 
fine finish sanding

Chrome – 3/32"

3/16" Diameter Orbit 
general purpose sanding

Silver – 3/16"

5/16" Diameter Orbit 
aggressive sanding

Black – 5/16"

3/8" Diameter Orbit 
most aggressive sanding

3/16”

3/32”

3/8”

5/16”

3/16”

3/32”

3/8”

5/16”

3/16”

3/32”

3/8”

5/16”

3/16”

3/32”

3/8”

5/16”

Gold – 3/8"

Tools are precision balanced, taking into 
account the weight of the abrasive, resulting  
in smooth sanding with abrasive attached

One-piece pad balancer and motor shaft is 
crafted from heat-treated steel, designed for 
smooth and dependable operation

Conveniently-located speed control allows 
for on-the-fly speed adjustment and helps 
prevent inadvertent switching

Tip valve design helps improve sander control 

High-efficiency vacuum system design  
(self-generated vacuum shown)

Seal

Swivel

H

I

J

K

L

M

N

Alloy steel curved-throttle lever helps increase 
durability and improve ergonomics

Durable, hard-anodized and coated lightweight 
aluminum endplates

Durable composite housing

Three comfort-designed grip sizes available

Composite rotor provides fast acceleration, 
reduces tool weight and internal friction, 
simplifies maintenance and extends tool life

The durable sealed double-row bearing allows 
one-way filtered airflow for cooler-running; 
dust-free bearing helps enhance tool life

Rugged shrouds are designed to handle 
everyday use

A

B

C

D

E

F

G

9120207_ToolCatalog.indd   3 1/18/10   4:05 PM



45 5

3M™ Buffer #28333
Lightweight tool designed for use  
in AOEM paint shop applications  
for buffing or polishing on the clearcoat.  
Use with 3M™ Finesse-it™ Polishes and 
Foam Buffing Pads for a uniform finish.

• Powerful .26 HP motor
• �Non-marring handle with comfortable  

3M™ Greptile™ gripping material
• MOS: 11,000 RPM, internal muffler 
• �Includes 3M™ Hookit™ Disc Pad (PN20350)

Tool Accessories
Part # Item Description UPC

06195 Scotch™ 48 Thread Sealant and Lubricant — 1/2" x 260" Used to seal and lubricate threaded connections (12/case) 054007-06195-3

28304 3M™ Hose Fitting Adapter, 1" EXT Hose Thread x 1" Friction Fitting Adapter attaches to 3M™ Vacuum Sanders and fits 1" ID vacuum hose 051141-28304-3

20340 3M™ Hose End Adapter, 1" INT Hose Thread x 1-1/4" INT Hose Thread Use to attach a 1" threaded hose to a 1-1/4" threaded hose 051141-20340-9

20341 3M™ Hose Fitting Adapter, 1" INT Hose Thread x 1-1/2" OD Hose Adapter 1" INT hose thread x 1-1/2" OD Hose Adapter 051141-20341-6

30324 3M™ Vacuum Hose End Adapter, 3/4" x 1" Hose Thread Used to attach a 1" ID vacuum hose to 3/4" ID vacuum hose 051141-30324-6

30439 3M™ Vacuum Hose Adapter, 1" ID to 2" ID Used to attach a 1" ID vacuum hose to 2" ID vacuum hose 051141-30439-7

30440 3M™ Vacuum Hose Adapter, 1" ID to 1-1/2" ID Used to attach a 1" ID vacuum hose to 1-1/2" ID vacuum hose 051141-30440-3

30441 3M™ Vacuum Hose Adapter, 1" ID to 1-1/4" ID Used to attach a 1" ID vacuum hose to 1-1/4" ID vacuum hose 051141-30441-0

30442 3M™ Vacuum Hose Swivel Adapter, 1" ID x 1" INT Hose Thread Used to attach a 1" ID vacuum hose to another 1" ID vacuum hose 051141-30442-7

20342 3M™ Grip 2-1/2" 3M™ Random Orbital Sander Grip — Small (for small-sized hands) 051141-20342-3

20343 3M™ Grip 2-3/4" (Standard on Tool) 3M™ Random Orbital Sander Grip — Medium (for medium-sized hands) 051141-20343-0

20344 3M™ Grip 3" 3M™ Random Orbital Sander Grip — Large (for large-sized hands) 051141-20344-7

SEE PAGES 18–19 FOR COMPLETE LISTING OF REPLACEMENT PARTS

Air Basics
Optimize compressed air 
output and delivery system 
when possible:
• �90 psi under load –  

use your gauge
• �3/8" minimum airline  

inside diameter
• �Use the minimum length  

of the airline hose necessary;  
should be no more than  
25 feet

• �High flow air fittings  
(3/16" marginal; 7/32" better; 
9/32" best)

• �Observe compressed air  
demand throughout the plant

Basic Random Orbital  
Sanding Techniques
• �Start the tool ON the surface; 

stop the tool OFF the surface
• �Run the tool flat on work piece  

(no tipping on edge)
• �Light operator hand pressure  

(let the tool do the work)
• �North, south, east, west 

sanding pattern for a uniform, 
quality finish

Troubleshooting
• �Check for correct PSI and RPM
• �Check airline length, leaks, 

fitting and inside diameter
• �Check tool lubrication schedule
• �Look for worn bearings
• �Look for damaged disc pad
• �Are the tool and disc pad  

diameter the same?
• �Is the lever damaged or the  

muffler clogged?
• �Is the speed control adjuster 

turned down?

3M™ Orbital 
Sander 3" x 4"
For flat surface finishing,  
sealer sanding and  
working in tight corners.

• �Non-Vac, Central-Vac  
and Self-Gen models

• .24 HP
• �Includes 3M™ Hookit™ 

or Clean Sanding  
Backup Pad

3M™ Mini-Random 
Orbital Nib Sander 1-1/4"
Use with the 3M™ Trizact™ 
Finesse-it™ Paint Repair 
System. Lightweight, this  
unique one-piece shaft balancer 
system supports the low profile 
design and improved control.

• Compact design/low profile
• Quieter operations
• �“Flush” speed control lever  

limits RPM change
• �Includes 3M™ Finesse-it™ Roloc™ 

Sanding Pad (PN02345)
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Tool Accessories
Part # Item Description UPC

06195 Scotch™ 48 Thread Sealant and Lubricant — 1/2" x 260" Used to seal and lubricate threaded connections (12/case) 054007-06195-3

28304 3M™ Hose Fitting Adapter, 1" EXT Hose Thread x 1" Friction Fitting Adapter attaches to 3M™ Vacuum Sanders and fits 1" ID vacuum hose 051141-28304-3

20340 3M™ Hose End Adapter, 1" INT Hose Thread x 1-1/4" INT Hose Thread Use to attach a 1" threaded hose to a 1-1/4" threaded hose 051141-20340-9

20341 3M™ Hose Fitting Adapter, 1" INT Hose Thread x 1-1/2" OD Hose Adapter 1" INT hose thread x 1-1/2" OD Hose Adapter 051141-20341-6

30324 3M™ Vacuum Hose End Adapter, 3/4" x 1" Hose Thread Used to attach a 1" ID vacuum hose to 3/4" ID vacuum hose 051141-30324-6

30439 3M™ Vacuum Hose Adapter, 1" ID to 2" ID Used to attach a 1" ID vacuum hose to 2" ID vacuum hose 051141-30439-7

30440 3M™ Vacuum Hose Adapter, 1" ID to 1-1/2" ID Used to attach a 1" ID vacuum hose to 1-1/2" ID vacuum hose 051141-30440-3

30441 3M™ Vacuum Hose Adapter, 1" ID to 1-1/4" ID Used to attach a 1" ID vacuum hose to 1-1/4" ID vacuum hose 051141-30441-0

30442 3M™ Vacuum Hose Swivel Adapter, 1" ID x 1" INT Hose Thread Used to attach a 1" ID vacuum hose to another 1" ID vacuum hose 051141-30442-7

20342 3M™ Grip 2-1/2" 3M™ Random Orbital Sander Grip — Small (for small-sized hands) 051141-20342-3

20343 3M™ Grip 2-3/4" (Standard on Tool) 3M™ Random Orbital Sander Grip — Medium (for medium-sized hands) 051141-20343-0

20344 3M™ Grip 3" 3M™ Random Orbital Sander Grip — Large (for large-sized hands) 051141-20344-7

SEE PAGES 18–19 FOR COMPLETE LISTING OF REPLACEMENT PARTS

Random Orbital Sander  
Drop-in Motors
These replacement motors can  
be inserted into existing tool housing.

Part # Tool Dia. Orbit Dia. Quantity

28318 1-1/4" (32mm) 3/16" (5mm) 1

20216 3" (77mm) 3/32" (2.5mm) 1

20217 3" (77mm) 3/16" (5mm) 1

20218 5" (127mm) 3/32" (2.5mm) 1

01811* 5" (127mm) 3/16" (5mm) 1

20256 5" (127mm) 5/16" (8mm) 1

01812* 6" (150mm) 3/32" (2.5mm) 1

20221 6" (150mm) 3/16" (5mm) 1

20222 6" (150mm) 5/16" (8mm) 1

30444 6" (150mm) 3/8" (10mm) 1

20223 3" x 4" 1/8" (6mm) 1
*Use complete UPC when ordering 
 (051122-01811-4; 051122-01812-1)

3M™ Air Tool Lubricant
Used to keep pneumatic air tools  
running efficiently. Use 2 to 3 drops at the  
end of each day, or as needed, to maintain tool 
performance. See tool operation tips on page 17.

Part # Size UPC

20451 4 fl. oz. (188mL) 051141-20451-2

20466 Quart** 051141-20466-6

20467 Gallon** 051141-20467-3
**Available as special order

3M™ Clean Sanding 
Filter Bags and  
Backpack Assembly
Easy to use HEPA-rated filter 
bag collects dust without the 
hassle of a portable canister 
vacuum system. The 6-foot 
vacuum hose can be cut to a 
comfortable length for the operator.  
Use with 3M Self-Generated Vacuum  
(SGV) Random Orbital Sanders (ROS).

Part # Description UPC Qty.
28365 Backpack Assembly 051141-28365-4 1
28383 Filter Bag End Cap 051141-28383-8 1
Filter Bag — HEPA rated
20452 Large/up to .5 lbs. 051141-20452-9 50
28364 X-Large/up to 3 lbs. 051141-28364-7 20
Filter Bag Adapter
20453 1" EXT Hose Thread 

x 1" Dia
051141-20453-6 10

*Declaration of Conformity (DOC) available upon request.

Airline Extensions
Part # Description Quantity
3/8" x 4' Airline Extension – 300 psi rated
20209 Use to move airline connections 

away from work area
1/case

3/8" x 5" Mini Airline Extension – 300 psi rated
25119 Use with vacuum tools to facilitate 

ease of airline connections
10/case

HEPA* rated  
filter bags!

NEW!

NEW!
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3M™ Non-Vacuum 
Random Orbital Sanders

Model 
No.

Orbit Dia.
Inch (mm)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Pad  
Included UPC

Tool Diameter: 3" (77mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20250 3/16 (5) 1.65 (.75) 4.90 (124.33) 3.10 (78.61) Hookit™ 20350 051141-20250-1
20314 3/32 (2.5) 1.12 (.51) 4.90 (124.33) 3.10 (78.61) Stikit™ 20348 051141-20314-0

Tool Diameter: 5" (127mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20253 5/16 (8) 1.65 (.75) 5.89 (149.6) 3.26 (82.9) Stikit™ 20351 051141-20253-2
20317 3/16 (5) 1.65 (.75) 5.89 (149.6) 3.26 (82.9) Stikit™ 20351 051141-20317-1
20320 3/32 (2.5) 1.59 (.72) 5.84 (148.4) 3.26 (82.9) Stikit™ 20351 051141-20320-1

Tool Diameter: 6" (150mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20324 5/16 (8) 1.78 (.81) 6.39 (162.3) 3.26 (82.9) Stikit™ 20354 051141-20324-9
20325 3/16 (5) 1.74 (.79) 6.39 (162.3) 3.26 (82.9) Stikit™ 20354 051141-20325-6
20328 3/32 (2.5) 1.68 (.76) 6.34 (161.1) 3.26 (82.9) Stikit™ 20354 051141-20328-7

3M™ Self-Generated Vacuum 
Random Orbital Sanders*

Model 
No.

Orbit Dia.
Inch (mm)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Clean Sanding 
Pad Included UPC

Tool Diameter: 3" (77mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20252 3/16 (5) 1.30 (.59) 5.01 (127.33) 3.10 (78.61) Hookit™ 20350 051141-20252-5
20316 3/32 (2.5) 1.30 (.59) 5.01 (127.33) 3.10 (78.61) Hookit™ 20350 051141-20316-4

Tool Diameter: 5" (127mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20255 5/16 (8) 1.83 (.83) 6.12 (155.4) 3.33 (84.5) Hookit™ 20353 051141-20255-6
20319 3/16 (5) 1.83 (.83) 6.12 (155.4) 3.33 (84.5) Hookit™ 20353 051141-20319-5
20322 3/32 (2.5) 1.76 (.80) 5.98 (151.9) 3.33 (84.5) Hookit™ 20353 051141-20322-5

Tool Diameter: 6" (150mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20208 5/16 (8) 1.96 (.89) 6.47 (164.4) 3.33 (84.5) Hookit™ 20356 051141-20208-2
20327 3/16 (5) 1.96 (.89) 6.47 (164.4) 3.33 (84.5) Hookit™ 20356 051141-20327-0
20330 3/32 (2.5) 1.90 (.86) 6.42 (163.2) 3.33 (84.5) Hookit™ 20356 051141-20330-0

*One (1) each of the following included: 3M™ Clean Sanding Filter Bag, Filter Bag Adapter, Hose Seal

3M™ Central-Vacuum-Ready 
Random Orbital Sanders

Model 
No.

Orbit Dia.
Inch (mm)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Clean Sanding 
Pad Included UPC

Tool Diameter: 3" (77mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20251 3/16 (5) 1.26 (.57) 4.90 (124.33) 3.10 (78.61) Hookit™ 20350 051141-20251-8
20315 3/32 (2.5) 1.26 (.57) 4.90 (124.33) 3.10 (78.61) Hookit™ 20350 051141-20315-7

Tool Diameter: 5" (127mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20254 5/16 (8) 1.79 (.81) 5.91 (150.1) 3.33 (84.5) Hookit™ 20353 051141-20254-9
20318 3/16 (5) 1.79 (.81) 5.91 (150.1) 3.33 (84.5) Hookit™ 20353 051141-20318-8
20321 3/32 (2.5) 1.72 (.78) 5.86 (148.9) 3.33 (84.5) Hookit™ 20353 051141-20321-8

Tool Diameter: 6" (150mm)     Max RPM: 12,000     Motor: .28 HP (209 W)     Airflow Rate: 17 SCFM (481 LPM)
20213 5/16 (8) 1.90 (.86) 6.35 (161.4) 3.33 (84.5) Hookit™ 20356 051141-20213-6
20326 3/16 (5) 1.90 (.86) 6.35 (161.4) 3.33 (84.5) Hookit™ 20356 051141-20326-3
20329 3/32 (2.5) 1.83 (.83) 6.31 (160.2) 3.33 (84.5) Hookit™ 20356 051141-20329-4
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3M™ Orbital Sanders, 3" x 4"
Model 

No. Vacuum
Weight

Pound (kg)
Length
Inch (mm)

Height
Inch (mm)

Pad  
Included UPC

Tool Size: 3" x 4" (75 x 100mm)     Max RPM: 10,000     Motor: .24 HP (179 W)     Airflow Rate: 17 SCFM (481 LPM)
20331 Non-Vac 1.43 (.65) 5.48 (139.3) 3.28 (83.5) Hookit™ 20433 051141-20331-7

20430 Central 1.53 (.69) 5.48 (139.3) 3.28 (83.5) Clean Sanding  
Hookit™ 20435 051141-20430-7

20431 Self-Gen 1.58 (.72) 5.60 (142.3) 3.28 (83.5) Clean Sanding  
Hookit™ 20435 051141-20431-4

3M™ Buffer
Model 

No. PSI
Weight

Pound (kg)
Air Flow Rate

SCFM (LPM)
Air Inlet 
Thread

Length
Inch (mm)

Height
Inch (mm) UPC

Tool Size: 3" (75mm)     Max RPM: 11,000     Motor: .26 HP (194 W)
28333 90 1.8 (.82) 17 (481) 1/4" NPT 9.18 (233) 3.92 (99.6) 051141-28333-3
Tool Size: 3" (75mm)     Max RPM: 10,000     Motor: .201 HP (150 W)
08125 57–95 2.09 (.95) 13.4 (379) 1/4" PS 9-1/8 (232) 3-5/8 (93) 051141-20277-8

3M™ Mini-Random Orbital Sander 
and Nib Removal Sander

Model 
No. PSI

Weight
Pound (kg)

Air Flow Rate
SCFM (LPM)

Length
Inch (mm)

Height
Inch (mm) Pad Included UPC

Tool Size: 1-1/4" x 3/16"     Max RPM: 8,000     Motor: .27 HP (201 W)

20244 90 (6.2) 1.10 (.498) 15 (425) 4.72 (120) 3.32 (84.5) Roloc™ 02345 
w/Stikit™ Face 051141-20244-0

Tool Size: 1-1/4" diameter     Max RPM: 7,500     Motor: .067 HP (50 W)

03125 57–90 1.05 (.48) 5.3 (150) 6.5 (165) 2.875 (73) Finesse-it™ PSA 
Hard Pad 3125H 051111-60536-3

3M™ Random Orbital Sanders, 2-hand
Model 

No. Vacuum
Orbit Dia.
Inch (mm)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Clean Sanding 
Pad Included UPC

Tool Diameter: 6" (150mm)     Max RPM: 12,000     Motor: .45 HP (336 W)     Airflow Rate: 21 SCFM (594 LPM)

28337 Central/ 
Non-Vac 3/8 (9.5) 2.90 (1.32) 12.93 (328.3) 4.43 (112.6) Hookit™ 20356 051141-28337-1
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1 HP 3" Disc Sander 

.5 and .3 HP 2" Disc Sanders 

97º head

10

3M™ Disc 
Sanders
Available in new 2",  
12,000 RPM models!
Designed for comfort and  
power, the 3M pneumatic  
disc sanders feature:
• �3M™ Greptile™ gripping 

material for a secure  
grip with less effort

• A 97° head for decreased wrist strain
• Easy-handing, compact design for less vibration
• �3M™ Roloc™ Disc Pads directly mount to sander without collet 

  1   High-output, thermally-balanced air motor

  2   �Directional exhaust (360 degree)

  3   3M™ Greptile™ gripping material

  4   �Safety lever throttle to avoid accidental starting

  5   �Needle and ball bearing supported output spindle

  6   �Robust spiral bevel gearing

Least

Light Blending  
and Finishing 
(Mostly Surface  

Conditioning Discs)

Light Grinding  
and Deburring

(Surface Conditioning 
and Coated  

Abrasive Discs)

Grinding
(Mostly Coated 
Abrasive Discs)

Most

.3 HP .5 HP 1.0 HP

2" Models
• �12,000 RPM, .3 HP or .5 HP
• 20,000 RPM, .3 HP or .5 HP
• Includes 2" 3M™ Roloc™ Disc Pad (hard)
• Includes 1/4" collet

1 HP, 3" Model
• 15,000 RPM, 1 HP
• Includes removal side handle
• Includes 3" 3M™ Roloc™ Disc Pad (hard)
• Includes 1/4" collet

Tool Aggressiveness

  7   �97° head (vs. 90°) allows for more 
comfortable wrist position

  8   �Direct mount for use with 3M™ Roloc™ 
Backup Pads without using a collet

  9   �Shorter distance to the workpiece generates 
less vibration and allows for better control

  10   �Removable spindle and collet chuck
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Pick the Right Disc Pad and Tool Configuration 
for Best Results

Diameter Max RPM Hardness UPC Quantity
1/4" – 20 internal thread

1" 30,000 Medium 051144-45101-2 5

1-1/2" 30,000

Soft 051144-45098-5

5Medium 051144-45099-2

Hard 051144-45100-5

2"

20,000 Soft 051144-45094-7

5
25,000

Medium 051144-45095-4

Hard 051144-45096-1

Extra Hard 051144-45097-8

3"

15,000 Soft 051144-45090-9

5
18,000 Medium 051144-45092-3

20,000
Hard 051144-45091-6

Extra Hard 051144-45093-0

1/4" x 1/4"-20
Threaded Shaft
#45102

3M™ Roloc™

Disc Pad

3M™ Roloc™

Disc or Wheel

1/4" Collet Mount
“Tall”

= For Hard To Reach Applications
= Allows More Accessory
   & Abrasives Options

3M™ Roloc™

Disc Pad

Sander Adapter
#06582

3M™ Roloc™

Disc or Wheel

Direct Mount
“Short”*

= Low Profile
= Less Vibration
= Better Control

Optional
1/4" Collet
(assembly included with tool)**

1/4" x 1/4"-20
Threaded Shaft
#45102

3M™ Roloc™

Disc Pad

3M™ Roloc™

Disc or Wheel

1/4" Collet Mount
“Tall”

= For Hard To Reach Applications
= Allows More Accessory
   & Abrasives Options

3M™ Roloc™

Disc Pad

Sander Adapter
#06582

3M™ Roloc™

Disc or Wheel

Direct Mount
“Short”*

= Low Profile
= Less Vibration
= Better Control

Optional
1/4" Collet
(assembly included with tool)**

*Direct mount to disc pad.
**For other collet inserts see Owners Manual for part numbers.

Versatile Attachment System

MOS Speed Ratings
The lowest RPM rating of 
an abrasive or accessory 
determines the RPM of the tool 
it can run on. Be very aware of 
these ratings.

Unique Factors —
Be sure to consider operator 
preference of tool power,  
size and weight.

TALL– 1/4" Collet Option
Allows for longer reach and  
mounting of other abrasives  
and 1/4" accessories.

SHORT– “Direct Mount” 
Backup Pad Attachment
Shorter distance to the work  
piece generates less vibration and 
allows for better operator control.

TR

TS

TSM

TP

3M™ Roloc™ 
Attachment  

Systems
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18,000 and 20,000 RPM Die Grinders

4,000, 8,000 and 12,000 RPM  
Die Grinders

6

3M™ Die Grinders
Now new options for speed, horsepower and tool configurations!
The 3M line of air-powered die grinders is more versatile with new choices for operating speeds and 
horsepower, as well as a new extended shaft grinder when extra reach is needed for cylindrical polishing, 
buffing and deburring applications.

Medium-Duty  
Grinding
These .5 HP Die Grinders are ideal for 
medium-duty applications. Available in 
extended shaft models.

• 1/4" collet size
• Double taper collet assembly
• 360 degree rear directional exhaust
• 3M™ Greptile™ gripping material
• �Available maximum RPMs: 

18,000 and 4,000 

  1   �High-output, thermally-balanced 
air motor

  2   �Directional exhaust (360 degree)

  3   3M™ Greptile™ gripping material

  4   �Safety lever throttle to 
avoid accidental starting

  5   �Tandum double-sealed bearings

  6   �Double-taper collet assembly

  7   �Offset gear box for increased torque

Heavy-Duty Grinding
Powerful 1 HP Die Grinders are excellent  
for big jobs such as weld or stock removal.

• 1/4" collet size
• Double taper collet assembly
• 360 degree rear directional exhaust
• 3M™ Greptile™ gripping material
• �Available maximum RPMs: 

20,000, 18,000, 12,000 and 8,000
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Die Grinder Mandrels 1/4" Shank Diameter
 Size UPC
 For Cartridge Rolls Pilot Dia. x Pilot Length x Shank Dia.

1/8" x 1" x 1/4" 051144-45119-7

3/16" x 1" x 1/4" 051144-45117-3

3/16" x 1/2" x 1/4" 051144-45118-0

For Cross/Square Pads (also for Cross Buffs)

1/4" x 1/4–20 EXT thread 051144-14308-5

1/4" x 3–48 EXT thread 051141-28385-2

1/4" x 8–32 EXT thread 051144-14307-8

 For Deburring Wheels Length x Shank Dia. x Flange Support Dia.

No. 936: 2-1/16" x 1/4" x 3/4" (not pictured) 048011-04018-9

No. 990: 1-3/4" x 1/4" 048011-15012-3

For Stars

No. 944: 1/4" x 1/4–20 EXT 048011-13928-9

For Strips/Polishing Rolls

No. 935: 2-7/8" x 1/4" 048011-04020-2

Forked Spindle: 3" x 1/16" x 1/4" 051144-45121-0

For T-84 Flap Wheels Wheel Adapter 81A

1/4–20 INT thread x 1/4" shank 051144-45081-7

Rubber Cushion Polishing Wheels for Abrasive Bands
Diameter x W x Shaft Max RPM UPC
1/4" x 1/2" x 1/8" 23,000 051144-45159-3
1/2" x 1/2" x 1/4" 30,000 051144-45156-2
1/2" x 1" x 1/4" 15,000 051144-45153-1
1/2" x 1-1/2" x 1/4" 15,000 051144-45152-4
3/4" x 1" x 1/4" 17,000 051144-45145-6
3/4" x 1-1/2" x 1/4" 10,000 051144-45144-9
1" x 1" x 1/4" 18,000 051144-45139-5
1" x 1-1/2" x 1/4" 10,000 051144-45138-8
1-1/2" x 1" x 1/4" 14,000 051144-45132-6
1-1/2" x 1-1/2" x 1/4" 10,000 051144-45131-9
1-1/2" x 2" x 1/4" 8,000 051144-45130-2
2" x 1" x 1/4" 11,000 051144-45129-6
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3M™ Inline Sanders
Finishing has never been easier 
than with a complete 3M System!
The pneumatic in-line drum sanders are perfectly 
complemented by a full line of 3M™ Abrasive 
and Scotch-Brite™ Belts and a rubber slotted 
expander wheel. Tools contain 3M™ Greptile™ 
gripping material for added comfort.

Inline Sanders
Generate straight line scratches for finishing 
stainless steel and other metals. These 
straight shaft sanders can be used with 
inflatable or slotted wheel accessories.  
(3M recommends PNs 28348 or 28349 
rubber slotted expander wheels.) 

• More consistent finishes
• Less likely to product chatter
• 1 HP
• 5/8"–11 Threaded Ext. shaft
• �Use #3 Wheel Adaptor Kit (PN45038)  

to mount wheel to inline sander
• 3M™ Greptile™ gripping material
• �Available maximum RPMs: 

1,600  and 3,500

Rubber Slotted Expander Wheels
Internal slotted rubber drum expands with 
centrifugal force to keep the belt tight while 
grinding. Designed with a 1/4" radius to avoid 
edge cuts.

• 5/8" arbor hole
• Fits on 5/8"–11 Threaded Ext. shaft
• �No variability on wheel hardness,  

due to over or under inflation
• 30 Durometer
• �Wheels expand due to centrifugal  

force when wheel is run
• �Radius edges to reduce transition 

marks from edges of belt
• �Use #3 Wheel Adaptor Kit (PN45038)  

to mount wheel to inline sander

Size Description UPC
5" x 3-1/2" 
x 5/8" AH

For use with 3-1/2" W  
x 15-1/2" L belts

051141-28348-7

3.4" x 3" x 
5/8" AH

For use with 3" W  
x 10-11/16" L belts

051141-28349-4

  1   �High-output, thermally-balanced air motor

  2   �Directional exhaust

  3   3M™ Greptile™ gripping material

  4   �Safety lever throttle to avoid accidental starting

  5   Tandum double-sealed bearings

  6   �Double reduction planetary gears
(1,600 RPM tool only)

  7   Fully adjustable side handle collar

Inline Sanders

Tech Tip: Attach belts on wheel and stand 
wheel on end to ensure proper alignment.
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3M™ Cut-Off 
Wheel Tools
Compact design and built-in 
safety features make these  
the tools of choice!
Designed to easily handle cutting through 
everything from standard rebar to oversized 
bolts, you can count on the performance and 
dependability of the new line of 3M™ Cut-Off 
Wheel Tools.

6

5

8
8

3

1

4

7

2

5" and 6" Cut-Off Wheel Tool 
3" and 4" Cut-Off Wheel Tool

  1   High-output, thermally-balanced air motor

  2   �Directional exhaust (360 degree)

  3   3M™ Greptile™ gripping material

  4   �Safety lever throttle to avoid accidental starting

  5   �Over-sized ball bearings on output spindle

  6   �Robust spiral bevel gearing

  7   4-place indexable head

  8   �360° rotatable safety guard

Right Angle Cut-Off Wheel Tools
For 5- and 6-inch cut-off wheels.

• 1 HP
• Includes removal side handle
• 360 degree rear directional exhaust
• 3M™ Greptile™ gripping material

Straight Shaft Cut-Off Wheel Tools
Lightweight tool for 3- and 4-inch cut-off wheels.

• 1 HP
• 360 degree rear directional exhaust
• 3M™ Greptile™ gripping material
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No worries about getting  
into a tight spot with the  
new 3M File Belt Sander!
This new air-powered sander is designed with  
the operator’s comfort and efficiency in mind.

• �Lightweight, durable construction provides 
excellent power to weight ratio.

• �Both belt housing/guard and handle rotate  
a full 360 degrees to easily get into  
hard-to-reach areas.

• �Innovative belt cover allows easy access  
for quick belt changes.

• �Comfortable 3M™ Greptile™ gripping material 
minimizes vibration for less worker fatigue.   

3M™ File Belt Sanders

A
B

C

D E

F
G

H
I

J

KFile Belt Sander 

NEW!
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3M™ File Belt Sander
Ideally suited for use with 3M™ Abrasive Belts and Scotch-Brite™ Belts for a variety of metalworking 
applications. Grind and blend from contact wheel or platen, finish and polish from slack of belt.
• 0.6 HP; 22,000 RPM; 4990 SFPM
• Belt Size: 1/8"–3/4" W x 18"–24" L (3mm–9mm W x 457mm– 610mm L)
• Standard attachment arm (PN28368)
• Eight different attachment arms are available
• Easily interchangable steel drive wheel is attached; rubber drive wheel is included
• 0.5 oz. sample of 3M™ Air Tool Lubricant (PN20451) included
• 24" belts require 3M™ File Belt Sander Extension (PN 28376)

Part # Motor
Max  
RPM

Belt Speed
SFPM (SMM)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Width
Inch (mm) UPC

Case 
Quantity

28366 0.6 HP 22,000 4990 
(1521)

2.8 
(1.3)

14.57 
(370)

2.93 
(74.5)

5.95 
(151.2) 051141-28366-1 1

3M™ File Belt Sander Kit
This convenient kit comes packed in a molded case and includes: 
• 3M™ File Belt Sander (PN 28366)
• 2 popular attachment arms (PNs 28368 and 28370)
• 0.5 oz. sample of 3M™ Air Tool Lubricant (PN20451)
• Steel and rubber drive wheels

Part # UPC Quantity

28367 051141-28367-8 1

NEW!

NEW!

A	 Hardened Steel Arm Post – provides stability

B	 Metal Shielded Composite Belt Cover

C	 Easily Interchangeable Steel or Rubber Drive Pulley

D	 360° Rotatable Handle

E	� Smooth Action Safety Lever – helps prevent accidental starting

 F	 Comfortable 3M™ Greptile™ gripping material

G	� Steel Endplates – provide stability for more power; longer motor life

H	� Hardened Steel Rotor – delivers more torque; provides wear resistance

 I	 Lightweight Reinforced Composite Housing

J	� Contamination Resistant Double Shielded Precision Bearings

K	 360° Rotatable Belt Housing/Guard
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3M™ File Belt Sander 
Attachment Arms
Attachment arms are for use with  
3M™ Coated Abrasive and Scotch-Brite™ Belts.

Part #
For Use  

With Belt Size Description
UPC 

(051141-)
Case 

Quantity

3M™ File Belt Sander Attachment Arms

28368 1/2" x 18"
Standard Style: Standard arm included 
with 3M™ File Belt Sander (PN28366). 

Sand with contact wheel or platen. 
28368-5 1 

28369 1/2" x 18"
Thin Style: Thinner than standard arm. 

Sand with contact wheel or platen. 
28369-2 1

28370
1/8" x 18" 
1/4" x 18" 
1/2" x 18"

Corners Style: Sand corners 
and grooves with contact wheel.  
Accommodates three belt widths.

28370-8 1

28371
5/8" x 18" 
3/4" x 18"

Thick Standard Style: Thicker than 
standard arm. Sand with contact wheel or 
platen. Accommodates two belt widths.

28371-5 1

28372
1/8" x 18" 
1/4" x 18"

Corners Style: Sand corners 
and grooves with contact wheel.
Accommodates two belt widths.

28372-2 1

28373
5/8" x 20-1/2"  
3/4" x 20-1/2"

20-1/2" Arm: Sand with contact 
wheel or platen. Accommodates  

two belt widths.
28373-9 1

28374 1/2" x 18" 
Curved Arm: Unique curved 

arm used for blending flat areas.  
Sand with contact wheel or platen.

28374-6 1

28375
1/4" x 24"
1/2" x 24"

Vessel Arm: Unique large arm used for 
blending weld seams. Sand with 4" contact 

wheel. Includes tracking/control knob. 
Accommodates two belt widths.

28375-3 1

NEW!

Repair Kit 
Part #

For Use With 
Arm Part # 

30663 28368
30667 28369
30668 28370
30664 28371

Repair Kit 
Part #

For Use With 
Arm Part # 

30666 28372
30665 28373
30662 28374
30669 28375

Attachment Arm Repair Kits
Kits contain: Contact wheel, bearing, shaft and 
platen pad if applicable. Service Tool Kit (PN30670) 
recommended for use with repair kits.
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3M™ File Belt Sander Extension
Extension arm is for use with 3M™ Coated Abrasive and Scotch-Brite™ Belts.

Part # Description
UPC 

(051141-)
Case 

Quantity

3M™ File Belt Sander Extension

28376
Extension used to extend arms to 24" length. Can be used  

with same attachment arms used for 18" length arms.
28376-0 1

3M™ File Belt Sander 
Platen Pad Material
3M Platen Pad material provides support for abrasive belts.
• Can be easily trimmed to length
• PSA adhesive for easy mounting
• Available in various hardnesses and constructions for a variety of sanding applications

Part # Size Description UPC (051141-)
Case 

Quantity

3M™ Platen Pad Material

28377 1/2"x 7"x 1/8"  Soft — Use with 1/2" wide belts 28377-7 10 

28378 3/4"x 7"x 1/8"  Soft — Use with 5/8" or 3/4" wide belts 28378-4 10

28379 1/2" x 7" x 1/8" Hard — Use with 1/2" wide belts 28379-1 10

28380 3/4" x 7" x 1/8" Hard — Use with 5/8" or 3/4" wide belts 28380-7 10

28381 1/2" x 7" x 1/32"  Thin — Use with 1/2" wide belts 28381-4 10

28382 3/4" x 7" x 1/32"  Thin — Use with 5/8" or 3/4" wide belts 28382-1 10

NEW!

NEW!
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3M™ File Belt Sander and Kit

UPC Motor
Max  
RPM

Belt Speed
SFPM (SMM)

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Width
Inch (mm)

051141-28366-1 0.6 HP 22,000 4990 (1521) 2.8 (1.3) 14.57 (370) 2.93 (74.5) 5.95 (151.2)

051141-28367-8     Kit includes File Belt Sander (PN28366) and 2 Attachment Arms (PNs 28368 and 28370)

3M™ Die Grinders
1 HP (744W)

Max RPM
Weight

Pound (kg)
Length
Inch (mm) Air Inlet Thread Collet Size UPC

20,000 1.69 (.77) 7.75 (196.9) 1/4" NPT 1/4" 051141-20237-2
18,000 1.69 (.77) 7.75 (196.9) 1/4" NPT 1/4" 051141-20238-9
12,000 2.06 (.93) 10 (254) 1/4" NPT 1/4" 051141-20239-6
8,000 2.06 (.93) 10 (254) 1/4" NPT 1/4" 051141-20240-2

3M™ Disc Sanders
Tool Dia.
Inch (mm)

Motor
HP (W)

Max  
RPM

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Air Inlet  
Thread UPC

2 (51) .3 (224) 12,000 1.09 (.49) 5.91 (150.2) 2.5 (63.5) 1/4" NPT 051141-28328-9
2 (51) .5 (372) 12,000 1.28 (.58) 6.75 (171.5) 2.75 (69.9) 1/4" NPT 051141-28329-6
2 (51) .3 (224) 20,000 1.09 (.49) 5.91 (150.2) 2.5 (63.5) 1/4" NPT 051141-28341-8
2 (51) .5 (372) 20,000 1.28 (.58) 6.75 (171.5) 2.75 (69.9) 1/4" NPT 051141-20231-0
3 (76) 1 (744) 15,000 1.97 (.89) 8.25 (209.6) 3.25 (82.6) 1/4" NPT 051141-20232-7

28328/28341 28329/20231 20232

3M™ Die Grinders
.5 HP (372W)

Max RPM
Weight

Pound (kg)
Length
Inch (mm) Air Inlet Thread Collet Size UPC

18,000 1.13 (.512) 6.88 (174.6) 1/4" NPT 1/4" 051141-28330-2
 18,000* 1.54 (.697) 10.63 (269.9) 1/4" NPT 1/4" 051141-28331-9

4,000 1.58 (.717) 8.88 (200) 1/4" NPT 1/4" 051141-28332-6
*with extension

28330 28331 28332

20237 20238 2024020239

3M™ Cut-Off Wheel Tools
1 HP (744W)

Tool Dia.
Inch (mm)

Max  
RPM

Weight
Pound (kg)

Length
Inch (mm)

Height
Inch (mm)

Air Inlet  
Thread UPC

3 (76) 25,000 2.09 (.95) 7.75 (196.9)    3 (76.2) 1/4" NPT 051141-20233-4
4 (100) 20,000 2.25 (1.02) 7.75 (196.9) 3.25 (82.6) 3/8" NPT 051141-20234-1
5 (125) 12,000 3.47 (1.57) 8.75 (222.3) 5.25 (133.4) 3/8" NPT 051141-20235-8
6 (152) 10,000 3.69 (1.67) 8.75 (222.3) 5.25 (133.4) 3/8" NPT 051141-20236-5

20233 20234 2023620235

3M™ Inline Sanders
1 HP (744W)

Max RPM
Weight

Pound (kg)
Length
Inch (mm) Air Inlet Thread Collet Size UPC

1,600 3.32 (1.51) 9.88 (251) 1/4" NPT 5/8"–11 051141-28338-8
3,500 2.64 (1.20) 8.50 (216) 1/4" NPT 5/8"–11 051141-28339-5

2833928338

2836628367
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Technical Recommendations 
for 3M™ Air-Powered Tools
• �Use a clean, dry, lubricated air supply that will give a measured air 

pressure at the tool of 6.2 bar (90 psig) when the tool is running with 
the lever fully depressed. Note: Tools can be run at lower pressures, 
but should never be run higher than 6.2 bar (90 psig).  
If run at a lower pressure, the performance of  
the tool is reduced.

• �Use an approved 10mm (3/8") or 13mm x 8m (1/2" x 25')  
maximum length air line.

• �Connect the tool to the air supply.

• �It is strongly recommended that an air filter, regulator and lubricator 
(FRL) be used to supply clean, lubricated air at the correct pressure 
to the tool. If such equipment is not used, the tool should be 
manually lubricated.

To manually lubricate the tool:
• �Disconnect the air line and put 2 to 3 drops of suitable pneumatic 

motor lubricating oil, such as 3M™ Air Tool Lubricant 20451, 
into the hose end (inlet) of the tool.

• �Reconnect tool to the air supply and run tool for a few seconds to 
allow air to circulate the oil.

• �Lubricate daily if the tool is used frequently or if the tool starts to 
slow or lose power.

Lubricating the  
Gears for Disc and 
Inline Sanders  
and 4,000 RPM  
Die Grinder

Recommended Minimum Air Line Diameter
• 10mm: 3/8"       • 13mm: 1/2"

Recommended Maximum Hose Length
• 8m: 25'

Recommended Maximum Working Air Pressure
• 6.2 bar (90 psig)

Lubricate the gear head every  
6 to 8 working hours with 
premium grease with the 
following properties:

• �High and low temperature 
performance

• Shear stable
• Anti-wear protection
• �Low viscosity base fluid for 

high speed applications
• Very low coefficient of friction

3M recommends Mobile XHP 220 
or Fuchs Renolit AXS2 or equal.

3M™ Air Tool Lubricant
Used to keep pneumatic air tools running efficiently. Use 2 to 
3 drops at the end of each day, or as needed, to maintain tool 
performance. See tool operation tips above.

Part # Size UPC

20451 4 fl. oz. (188mL) 051141-20451-2

20466 Quart** 051141-20466-6

20467 Gallon** 051141-20467-3
**Available as special order

Tool Airflow Rate PSI
.3 HP 17 SCFM  (481 LPM) 90
.5 HP 23 SCFM  (651 LPM) 90
1 HP 35 SCFM  (991 LPM) 90

20236
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Inline Sanders

1 HP 28338 
1,600 RPM

28339
3,500 RPM

Belts
(on slotted  

expander wheel)

3-1/2" x 15-1/2" or 3" x 10-11/16"

Scotch-Brite™ Surface Conditioning and SE

777F, 747D

Wheels & Brushes

6" x 1", 2" x 1" 
Metal Finishing 5A CRS, 5A MED;  
Multi-Finishing 2A MED, 2A CRS

6" x 1" x 1" 
EXL 9S FIN, 8A MED;  

Cut & Polish 5A FIN, 7A MED

6" Flap
241E, 244E, 741A

6" Radial Bristle
TA, TC

NOTE: �Some surface conditioning products may smear at 3,500 RPM. If so, use slower RPM tool.

Disc Sanders 
Use with 3M™ Roloc™ Coated Abrasive & Scotch-Brite™ Roloc™ Discs.

2" or less Roloc™ Disc Pad 3" or less Roloc™ Disc Pad

Surface Conditioning Discs 
Coating Removal Discs  

Unitized Wheel 
Bristle Discs

Light Grinding and Blending Discs 
Coating Removal Discs 

Unitized Wheel 
361F 
777F 
785C

361F 
777F 
785C  
963G 
977F  

983/988C

.3 HP .5 HP 1 HP
Light Blending  
and Finishing

Light Grinding  
and Deburring Grinding

28341  2",
20,000 RPM

20231  2",
20,000 RPM 20232  3", 

15,000 RPM28328  2",
12,000 RPM

28329  2",
12,000 RPM

M
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Popular 3M™ Abrasive Systems

Caution: Always check MOS of all products and accessories 
before using on tools. Never exceed the MOS rating.
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Inline Sanders

1 HP 28338 
1,600 RPM

28339
3,500 RPM

Belts
(on slotted  

expander wheel)

3-1/2" x 15-1/2" or 3" x 10-11/16"

Scotch-Brite™ Surface Conditioning and SE

777F, 747D

Wheels & Brushes

6" x 1", 2" x 1" 
Metal Finishing 5A CRS, 5A MED;  
Multi-Finishing 2A MED, 2A CRS

6" x 1" x 1" 
EXL 9S FIN, 8A MED;  

Cut & Polish 5A FIN, 7A MED

6" Flap
241E, 244E, 741A

6" Radial Bristle
TA, TC

NOTE: �Some surface conditioning products may smear at 3,500 RPM. If so, use slower RPM tool.

Die  
Grinders

.5 HP 1.0 HP

28332
4,000 RPM

28330/28331 
(extended) 
18,000 RPM

20240
8,000 RPM

20239
12,000 RPM

20238
18,000 RPM

20237 
20,000 RPM

Scotch-Brite™ Abrasives 
Stars 4" or less 4" or less 4" or less 4" or less 4" or less 2" or less

Cross Buffs 3" or less 1-1/2" or less 2" 2" or less 1-1/2" or less 1-1/2" or less

Cut & Polish Discs 6" x 1/4" A MED 2" and 3" A MED 2" A MED

High Strength 
Discs

6" x 1/4" 3" or less

High Strength  
Blend & Finish 
Discs

6" x 1/4" A MED

Clean & Strip Discs 6" x 1/4" S XCS 3" or less S CRS

Clean & Strip  
XT Discs

4" x 1/4" S XCS 3" or less S CRS

Clean & Finish 
Discs

6" x 1/4"

CPD5-R and  
CPD5-S Discs

4" or less 4" or less

Radial Bristle 
Discs

3" or less 3" or less

Light Deburring 
Discs

6" x 1/4" A VFN

Metal Blending 
Discs

5" x 1/4" S MED

Flap Brush
3" x 1-3/4" x 1/4"  

A MED, A CRS, S FIN
3" x 1-3/4" x 1/4"  

A MED, A CRS, S FIN
2" x 1" x 1/4",  

A MED

Combi Wheel 3" x 1-3/4" x 1/4" 3" x 1-3/4" x 1/4" 

EXL Unitized Wheel

1" to 1-1/2" 
2, 3 densities; 

1" to 2-1/2 and 
3" x 1/8"–3/8" 
4, 6, 8 densities

1" to 1-1/2" 
2, 3 densities; 

1" to 2-1/2 and  
3" x 1/8"–3/8" 
4, 6, 8 densities

Cut & Polish  
Unitized Wheel

1" to 2-1/2" or 
less x all widths;

3" or less x 
1/8"–3/8"

1" to 2-1/2" or 
less x all widths;

3" or less x 
1/8"–3/8"

Coated Abrasives
Flap Wheels 
741A/241D/244E

6"
1" x 1", 2" x 1",  

3" x 1", 60 & finer

Cartridge Rolls 
341D/747D

1/2" diameter 
or less

5/8" – 3/4" 
diameter

1/2" diameter 
or less

1/2" diameter  
or less

Square Pads 
341D/747D

3" x 3" or smaller 3" x 3" or smaller 2" x 2"

Cross Pads 
341D/747D

6" or less 3" or less 6" or less
4" and 4-1/2"  

or less
3" or less

2" (1/4"–20 eyelet); 
<2" ( 8–32 eyelet)

Bands* 
341D/747D

All 1" x 1" x 1/4" 1-1/2" x 2" x 1/4" 2" x 1" x 1/4" 1" x 1" x 1/4"
1/4" x 1/2" x 1/8"; 
1/2" x 1/2" x 1/4"

*Use on slotted expander wheels or rubber cushion polishing wheel. 
NOTE: Products and dimensions are representative, not comprehensive. 
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Replacement Parts for Tool Conversions

3" Non-Vacuum to Central Vacuum
Model # Description Part #

1 A0048 M5 Flanged Nut 28120

2 A1343 Central Vacuum Random Orbital Sander Swivel 
Exhaust Assembly 28157

3 A0047 M5 Washer 28119

4 A0769 Screw 28145

5 A1335 Random Orbital Sander Skrit/Shroud 28155

6 20350 3M™ Hookit™ Clean Sanding Low Profile Disc Pad, 
3" x 1/2" x 1/4"–20 EXT, 3 Holes, Red Foam 20350

5" Non-Vacuum to Central Vacuum
Model # Description Part #

1 A0048 M5 Flanged Nut 28120

2 A1343 Central Vacuum Random Orbital Sander Swivel 
Exhaust Assembly 28157

3 A0047 M5 Washer 28119

4 A0769 Screw 28145

5 A1347 Shroud 28159

6 20353 3M™ Hookit™ Clean Sanding Low Profile Disc Pad, 
5" x 3/8" x 5/16"–24 EXT, 44 Holes, Red Foam 20353

6" Non-Vacuum to Central Vacuum
Model # Description Part #

1 A0048 M5 Flanged Nut 28120

2 A1343
Central Vacuum Random Orbital Sander Swivel 
Exhaust Assembly

28157

3 A0047 M5 Washer 28119

4 A0769 Screw 28145

5 A1348 Random Orbital Sander Clean Sanding Shroud 28160

6 20356
3M™ Hookit™ Clean Sanding Low Profile Disc Pad, 
6" x 3/8" x 5/16"–24 EXT, 52 Holes, Red Foam

20356

3" x 4" Non-Vacuum to Central Vacuum
Model # Description Part #

1 A1350 Snap-On Exhaust Adaptor 28162

2 A0048 M5 Flanged Nut 28120

3 A1360 Orbital Sander Central Vacuum Swivel Exhaust 
Assembly, 1" (28mm) 28168

4 A0047 M5 Washer 28119

5 A0769 Screw 28145

6 A1356 Shroud Seal 28166

7 A0864 Hex Wrench, 2.5mm 28147

8 20435 3M™ Hookit™ Clean Sanding Pad, 3" x 4" x 1/2",  
Red Foam 20435

3
2

1

6

8

4
5

7

21

5

6

3

4

1

2

3

4

5

6

2

1

5

6

3

4

9120207_ToolCatalog.indd   22 1/18/10   4:06 PM



2223 23

3" x 4" 
Non-Vacuum to Self-Generated Vacuum

Model # Description Part #

1 A1350 Snap-On Exhaust Adaptor 28162

2 A1338 Self-Generated Vacuum Hose Swivel 
Exhaust Assembly, 1" (28mm) 28156

3 A0044 O-Ring, 14" x 1-1/2" 28117

4 A0722 Self-Generated Vacuum Retainer 28141

5 A00778 Hose Seal 28146

6 NA TAG NA

7 20452 Clean Sanding Filter Bag, Large 20452

8 20453 Filter Bag Adaptor, 1" EXT Hose  
Thread x 1" ID 20453

9 20209 Random Orbital Sander Air Line 
Extension, 3/8" x 4' 20209

10 A1356 Shroud Seal 28166

11 20435 3M™ Hookit™ Clean Sanding Pad, 
3" x 4" x 1/2", Red Foam 20435

12 A0864 Hex Wrench, 2.5mm 28147

3", 5", 6" 
Non-Vacuum to Self-Generated Vacuum

Model # Description Part #

1 A1333 Self-Generated Vacuum  
Skirt/Shroud Adaptor 28153

2 A1338 Self-Generated Vacuum Hose Swivel 
Exhaust Assembly, 1" (28mm) 28156

3 A0044 O-Ring, 14" x 1-1/2" 28117

4 A0006 Self-Generated Vacuum Retainer 28095

5 A00778 Hose Seal 28146

6 NA TAG NA

7 20452 Clean Sanding Filter Bag, Large 20452

8 20453 Filter Bag Adaptor, 1" EXT Hose 
Thread x 1" ID 20453

9 20209 Random Orbital Sander Air Line 
Extension, 3/8" x 4' 20209

10 A1347 5"/6" Shroud 28159

10 A1348 6" Random Orbital Sander Clean 
Sanding Shroud 28160

11 A1335 3" Random Orbital Sander  
Skrit/Shroud 28155

12A 20350
3M™ Hookit™ Clean Sanding Low 
Profile Disc Pad, 3" x 1/2" x 1/4"–20 
EXT, 3 Holes, Red Foam

20350

12B 20353
3M™ Hookit™ Clean Sanding 
Low Profile Disc Pad, 5" x 3/8" x 
5/16"–24 EXT, 44 Holes, Red Foam

20353

12C 20356
3M™ Hookit™ Clean Sanding 
Low Profile Disc Pad, 6" x 3/8" x 
5/16"–24 EXT, 52 Holes, Red Foam

20356

Optional

28301 Vacuum Hose, 1" ID x 6' 28301

28302 Vacuum Hose Adaptor, 1" INT  
Hose Thread 28302

A1434 Vacuum Bag Cover, 20" x 9" 28303

20338 Vacuum Bag Inserts 28338

9

4

2

1

5

6

11 8
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3

12
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3

2

1

5

6

10

12B

8

7

12C 12A
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9
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3M, Finesse-it, Greptile, Hookit, Roloc, Scotch-Brite, 
Stikit and Trizact are trademarks of 3M.

Please recycle. Printed in U.S.A.
© 3M 2010. All rights reserved. 
Bolger 9120207
61-5002-8217-5

Abrasive Systems Division
3M Center
Building 223-6N-01
St. Paul, MN 55144-1000
www.3M.com/Abrasives

Product Use: All statements, technical information and recommendations contained in this document are based upon 
tests or experience that 3M believes are reliable. However, many factors beyond 3M’s control can affect the use and 
performance of a 3M product in a particular application, including the conditions under which the 3M product is used 
and the time and environmental conditions in which the product is expected to perform. Since these factors are uniquely 
within the user’s knowledge and control, it is essential that the user evaluate the 3M product to determine whether it is 
fit for a particular purpose and suitable for the user’s method of application.

Warranty and Limited Remedy: 3M warrants this tool against defects in workmanship and materials under normal 
operating conditions for one (1) year from the date of purchase. 3M MAKES NO OTHER WARRANTIES, EXPRESS OR 
IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE OR ANY IMPLIED WARRANTY ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE 
OF TRADE. User is responsible for determining whether the 3M tool is fit for a particular purpose and suitable for user’s 
application. User must operate the tool in accordance with all applicable operating instructions, safety precautions, and 
other procedures stated in the operating manual to be entitled to warranty coverage. 3M shall have no obligation to repair 
or replace any tool or part that fails due to normal wear, inadequate or improper maintenance, inadequate cleaning, 
non-lubrication, improper operating environment, improper utilities, operator error or misuse, alteration or modification, 
mishandling, lack of reasonable care, or due to any accidental cause. If a tool or any part thereof is defective within this 
warranty period, your exclusive remedy and 3M’s sole obligation will be, at 3M’s option, to repair or replace the tool or 
refund the purchase price. 

Limitation of Liability: Except where prohibited by law, 3M and seller will not be liable for any loss or damage arising 
from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal theory asserted, 
including warranty, contract, negligence or strict liability.

For warranty and repair service,  
call 1-800-362-3550.

Optimize Results With 3M™ Power Tools 
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